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according to the American Society of
Testing and Materials in ASTM D388
(incorporated by reference, see §60.17).

System emergency reserves means an
amount of electric generating capacity
equivalent to the rated capacity of the
single largest electric generating unit
in the electric utility company (includ-
ing steam generating units, internal
combustion engines, gas turbines, nu-
clear units, hydroelectric units, and all
other electric generating equipment)
which is interconnected with the af-
fected facility that has the malfunc-
tioning flue gas desulfurization system.
The electric generating capability of
equipment under multiple ownership is
prorated based on ownership unless the
proportional entitlement to electric
output is otherwise established by con-
tractual arrangement.

System load means the entire electric
demand of an electric utility com-
pany’s service area interconnected
with the affected facility that has the
malfunctioning flue gas desulfurization
system plus firm contractual sales to
other electric utility companies. Sales
to other electric utility companies
(e.g., emergency power) not on a firm
contractual basis may also be included
in the system load when no available
system capacity exists in the electric
utility company to which the power is
supplied for sale.

Wet flue gas desulfurization technology
or wet FGD means a SO, control system
that is located downstream of the
steam generating unit and removes sul-
fur oxides from the combustion gases
of the steam generating unit by con-
tacting the combustion gases with an
alkaline slurry or solution and forming
a liquid material. This definition ap-
plies to devices where the aqueous lig-
uid material product of this contact is
subsequently converted to other forms.
Alkaline reagents used in wet FGD
technology include, but are not limited
to, lime, limestone, and sodium.

§60.42Da Standard
matter (PM).

(a) On and after the date on which
the initial performance test is com-
pleted or required to be completed
under §60.8, whichever date comes first,
no owner or operator subject to the
provisions of this subpart shall cause

for particulate

§60.42Da

to be discharged into the atmosphere
from any affected facility for which
construction, reconstruction, or modi-
fication commenced before or on Feb-
ruary 28, 2005, any gases that contain
PM in excess of:

(1) 13 ng/J (0.03 Ib/MMBtu) heat input
derived from the combustion of solid,
liquid, or gaseous fuel;

(2) 1 percent of the potential combus-
tion concentration (99 percent reduc-
tion) when combusting solid fuel; and

(3) 30 percent of potential combustion
concentration (70 percent reduction)
when combusting liquid fuel.

(b) On and after the date the initial
PM performance test is completed or
required to be completed under §60.8,
whichever date comes first, no owner
or operator subject to the provisions of
this subpart shall cause to be dis-
charged into the atmosphere from any
affected facility any gases which ex-
hibit greater than 20 percent opacity
(6-minute average), except for one 6-
minute period per hour of not more
than 27 percent opacity.

(c) Except as provided in paragraph
(d) of this section, on and after the
date on which the initial performance
test is completed or required to be
completed under §60.8, whichever date
comes first, no owner or operator of an
affected facility that commenced con-
struction, reconstruction, or modifica-
tion after February 28, 2005 shall cause
to be discharged into the atmosphere
from that affected facility any gases
that contain PM in excess of either:

(1) 18 ng/J (0.14 Ib/MWh) gross energy
output; or

(2) 6.4 ng/J (0.015 Ib/MMBtu) heat
input derived from the combustion of
solid, liquid, or gaseous fuel.

(d) As an alternative to meeting the
requirements of paragraph (c) of this
section, the owner or operator of an af-
fected facility for which construction,
reconstruction, or modification com-
menced after February 28, 2005, may
elect to meet the requirements of this
paragraph. On and after the date on
which the initial performance test is
completed or required to be completed
under §60.8, whichever date comes first,
no owner or operator of an affected fa-
cility shall cause to be discharged into
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the atmosphere from that affected fa-
cility for which construction, recon-
struction, or modification commenced
after February 28, 2005, any gases that
contain PM in excess of:

(1) 13 ng/J (0.03 Ib/MMBtu) heat input
derived from the combustion of solid,
liquid, or gaseous fuel, and

(2) 0.1 percent of the combustion con-
centration determined according to the
procedure in §60.48Da(0)(5) (99.9 percent
reduction) for an affected facility for
which construction or reconstruction
commenced after February 28, 2005
when combusting solid, liquid, or gas-
eous fuel, or

(3) 0.2 percent of the combustion con-
centration determined according to the
procedure in §60.48Da(0)(5) (99.8 percent
reduction) for an affected facility for
which modification commenced after
February 28, 2005 when combusting
solid, liquid, or gaseous fuel.

§60.43Da Standard for sulfur dioxide
(S02).

(a) On and after the date on which
the initial performance test is com-
pleted or required to be completed
under §60.8, whichever date comes first,
no owner or operator subject to the
provisions of this subpart shall cause
to be discharged into the atmosphere
from any affected facility which com-
busts solid fuel or solid-derived fuel
and for which construction, reconstruc-
tion, or modification commenced be-
fore or on February 28, 2005, except as
provided under paragraphs (c), (d), (f)
or (h) of this section, any gases that
contain SO; in excess of:

(1) 520 ng/J (1.20 Ib/MMBtu) heat
input and 10 percent of the potential
combustion concentration (90 percent
reduction); or

(2) 30 percent of the potential com-
bustion concentration (70 percent re-
duction), when emissions are less than
260 ng/J (0.60 Ib/MMBtu) heat input.

(b) On and after the date on which
the initial performance test is com-
pleted or required to be completed
under §60.8, whichever date comes first,
no owner or operator subject to the
provisions of this subpart shall cause
to be discharged into the atmosphere
from any affected facility which com-
busts liquid or gaseous fuels (except for
liquid or gaseous fuels derived from
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solid fuels and as provided under para-
graphs (e) or (h) of this section) and for
which construction, reconstruction, or
modification commenced before or on
February 28, 2005, any gases that con-
tain SO- in excess of:

(1) 340 ng/J (0.80 Ib/MMBtu) heat
input and 10 percent of the potential
combustion concentration (90 percent
reduction); or

(2) 100 percent of the potential com-
bustion concentration (zero percent re-
duction) when emissions are less than
86 ng/J (0.20 Ib/MMBtu) heat input.

(c) On and after the date on which
the initial performance test is com-
pleted or required to be completed
under §60.8, whichever date comes first,
no owner or operator subject to the
provisions of this subpart shall cause
to be discharged into the atmosphere
from any affected facility which com-
busts solid solvent refined coal (SRC-I)
any gases that contain SO in excess of
520 ng/Jd (1.20 Ib/MMBtu) heat input and
15 percent of the potential combustion
concentration (85 percent reduction)
except as provided under paragraph (f)
of this section; compliance with the
emission limitation is determined on a
30-day rolling average basis and com-
pliance with the percent reduction re-
quirement is determined on a 24-hour
basis.

(d) Sulfur dioxide emissions are lim-
ited to 520 ng/J (1.20 Ib/MMBtu) heat
input from any affected facility which:

(1) Combusts 100 percent anthracite;

(2) Is classified as a resource recovery
unit; or

(3) Is located in a noncontinental
area and combusts solid fuel or solid-
derived fuel.

(e) Sulfur dioxide emissions are lim-
ited to 340 ng/J (0.80 Ib/MMBtu) heat
input from any affected facility which
is located in a noncontinental area and
combusts liquid or gaseous fuels (ex-
cluding solid-derived fuels).

(f) The emission reduction require-
ments under this section do not apply
to any affected facility that is operated
under an SO, commercial demonstra-
tion permit issued by the Adminis-
trator in accordance with the provi-
sions of §60.47Da.

(g) Compliance with the emission
limitation and percent reduction re-
quirements under this section are both
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